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61-100 SHOWN

61 SERIES
BRONZE BALL CONE CHECK VALVE

Prevents reverse flow with minimum change in flow velocity.

DIMENSIONS

PART
NUMBER

PART
NUMBER

SIZE
DIMENSIONS (IN.) APPROX.

OPEN 
PRESSURE

WT.
A B C

61-101-01 61-501-01 1/4” 2-1/16 1 1/8 1 1/8 1/2 PSIG .38

61-102-01 61-502-01 3/8” 2-1/8 1 1/8 1 1/8 1/2 PSIG .38

61-103-01 61-503-01 1/2” 2-5/18 1 1/8 1 1/8 1/2 PSIG .38

61-104-01 61-504-01 3/4” 2-7/8 1 3/8 1 1/2 1/2 PSIG .75

61-105-01 61-505-01 1” 3-1/2 1 3/4 1 15/16 1/2 PSIG 1.45

61-106-01 61-506-01 1-1/4” 4-3/16 2 1/8 2 3/8 1/2 PSIG 2.75

61-107-01 61-507-01 1-1/2” 4-15/16 2 1/2 2 13/16 1/2 PSIG 3.94

61-108-01 61-508-01 2” 6 3 3 11/16 1/2 PSIG 6.30

Quality bronze valve features “mounting ears” for quick easy installation, and positive 
mounting. Can also be used for bonding.

FEATURES
• Surface Mounted 
• 400 psig Service Rating 
• RPTFE Seats and Seals 
• All Wetted Metallic Parts are Brass or Cast Bronze 
• Fast 90° On-Off Turn
• Tested 100 psig Air Under Water
• Stainless Steel Lever and Nut
• Optional with Stainless Steel Ball and Stem(OPTIONAL TEE HANDLE ILLUSTRATED)

78-248, 250, 256, 438  SERIES
BALL TYPE FUEL SHUT-OFF VALVE

DIMENSIONS

PART
 NUMBER

SIZE
DIMENSIONS (IN.) WT

(LBS.)A B C D E

 78-248-10 1/4” 0.43 1.12 2.25 1.78     3.87      .68

 78-250-10 3/8” 0.50 1.12 2.25 1.78     3.87      .68

 78-256-10 1/2” 0.50 1.12 2.25 1.78 3.87 .65

 78-438-10 3/4” 0.68 1.50 3.00 2.12 4.87 1.40

FEATURES
• Tight Shut Off
• No Radial Alignment Necessary
• Straight Through and Streamlined for Minimum Change in Velocity
• Ball-Cone™ Check is Spring Loaded for Fast Seating Action (Constructed of RPTFE)
• Not Recommended for Reciprocating Pumps and Similar Applications Conducive to 

Repetitious Vibrations
• Optional Light Spring
• Soft Seat Design - Specify 61-500 Series
• Solder Connections – Specify 61-600 Series
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61-100 SHOWN

61 SERIES
BRONZE BALL CONE CHECK VALVE

Prevents reverse flow with minimum change in flow velocity.

DIMENSIONS

PART
NUMBER

PART
NUMBER

SIZE
DIMENSIONS (IN.) APPROX.

OPEN 
PRESSURE

WT.
A B C

61-101-01 61-501-01 1/4” 2-1/16 1 1/8 1 1/8 1/2 PSIG .38

61-102-01 61-502-01 3/8” 2-1/8 1 1/8 1 1/8 1/2 PSIG .38

61-103-01 61-503-01 1/2” 2-5/18 1 1/8 1 1/8 1/2 PSIG .38

61-104-01 61-504-01 3/4” 2-7/8 1 3/8 1 1/2 1/2 PSIG .75

61-105-01 61-505-01 1” 3-1/2 1 3/4 1 15/16 1/2 PSIG 1.45

61-106-01 61-506-01 1-1/4” 4-3/16 2 1/8 2 3/8 1/2 PSIG 2.75

61-107-01 61-507-01 1-1/2” 4-15/16 2 1/2 2 13/16 1/2 PSIG 3.94

61-108-01 61-508-01 2” 6 3 3 11/16 1/2 PSIG 6.30

Quality bronze valve features “mounting ears” for quick easy installation, and positive 
mounting. Can also be used for bonding.

FEATURES
• Surface Mounted 
• 400 psig Service Rating 
• RPTFE Seats and Seals 
• All Wetted Metallic Parts are Brass or Cast Bronze 
• Fast 90° On-Off Turn
• Tested 100 psig Air Under Water
• Stainless Steel Lever and Nut
• Optional with Stainless Steel Ball and Stem(OPTIONAL TEE HANDLE ILLUSTRATED)

78-248, 250, 256, 438  SERIES
BALL TYPE FUEL SHUT-OFF VALVE

DIMENSIONS

PART
 NUMBER

SIZE
DIMENSIONS (IN.) WT

(LBS.)A B C D E

 78-248-10 1/4” 0.43 1.12 2.25 1.78     3.87      .68

 78-250-10 3/8” 0.50 1.12 2.25 1.78     3.87      .68

 78-256-10 1/2” 0.50 1.12 2.25 1.78 3.87 .65

 78-438-10 3/4” 0.68 1.50 3.00 2.12 4.87 1.40

FEATURES
• Tight Shut Off
• No Radial Alignment Necessary
• Straight Through and Streamlined for Minimum Change in Velocity
• Ball-Cone™ Check is Spring Loaded for Fast Seating Action (Constructed of RPTFE)
• Not Recommended for Reciprocating Pumps and Similar Applications Conducive to 

Repetitious Vibrations
• Optional Light Spring
• Soft Seat Design - Specify 61-500 Series
• Solder Connections – Specify 61-600 Series
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BRONZE FLANGE NUTS
PLAIN BRONZE FINISH ONLY

Apollo® offers a wide selection of thru-hull connections and components, available in a wide 
range of sizes. Designed and built with large surface to distribute load, for longer service life 
and more reliable connections; 85-5-5-5 bronze.

DIMENSIONS

PART
NUMBER

SIZE
DIMENSIONS (IN.)

WT/100
  A   B   C      D

65-007-65 1/2” 1.00 1.50 0.312 1/2” NPSM 7

65-006-38 3/4” 1.25 1.84 0.406 3/4” NPSM 12.5

65-006-39 1” 1.56 2.15 0.468 1” NPSM 20

65-006-40 1-1/4” 1.90 2.59 0.50 1 1/4” NPSM 29

65-006-41 1-1/2” 2.16 2.90 0.50 1 1/2” NPSM 40

65-006-42 2” 2.59 3.31 0.593 2” NPSM 52

62 SERIES
STAINLESS STEEL BALL CONE CHECK VALVE

Prevents reverse flow with minimum change in flow velocity.

DIMENSIONS

PART
NUMBER

PART
NUMBER

SIZE
DIMENSIONS (IN.) APPROX.

OPEN 
PRESSURE

WT.
A B C

62-102-01 62-502-01 3/8” 2-1/8 1 1/8 1 1/8 1/2 PSIG .38

62-103-01 62-503-01 1/2” 2-5/18 1 1/8 1 1/8 1/2 PSIG .38

62-104-01 62-504-01 3/4” 2-7/8 1 3/8 1 1/2 1/2 PSIG .75

62-105-01 62-505-01 1” 3-1/2 1 3/4 1 15/16 1/2 PSIG 1.45

62-106-01 – 1-1/4” 4-3/16 2 1/8 2 3/8 1/2 PSIG 2.75

62-107-01 – 1-1/2” 4-15/16 2 1/2 2 13/16 1/2 PSIG 3.94

62-108-01 – 2” 6 3 3 11/16 1/2 PSIG 6.30

62-100  SHOWN

FEATURES
• Tight Shut Off
• No Radial Alignment Necessary
• Straight Through and Streamlined for Minimum Change in Velocity
• Ball-Cone™ Check is Spring-Loaded for Fast Seating Action (Constructed of RPTFE)
• All Wetted Metal Parts are 316 Stainless Steel
• Not Recommended for Reciprocating Pumps and Similar Applications Conducive to 

Repetitious Vibrations
• Optional Light Spring
• Soft Seat Design - Specify 62-500 Series

CHECK VALVE & THRU-HULL
CONNECTIONS AND COMPONENTS

www.generalmarine.co.nz
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